
213 

Coast Guard, DHS § 160.133–19 

with 46 CFR 159.007–13. The manufac-
turer must keep records of all items 
listed in this section for at least 5 
years from the date of termination of 
approval of each release mechanism. 
The records must include— 

(1) A copy of this subpart, other CFR 
sections referenced in this subpart, and 
each document listed in § 160.133–5 of 
this subpart; 

(2) A copy of the approved plans, doc-
umentation, and certifications; 

(3) A current certificate of approval 
for each approved release mechanism; 

(4) Affidavits, certificates, or in-
voices from the suppliers identifying 
all essential materials used in the pro-
duction of approved release mecha-
nisms, together with records identi-
fying the serial numbers of the release 
mechanisms in which such materials 
were used; 

(5) Records of all structural welding 
and name of operator(s); 

(6) Records of welder certificates, 
training, and qualifications; 

(7) Date and results of calibration of 
test equipment and the name and ad-
dress of the company or agency that 
performed the calibration; 

(8) The serial number of each produc-
tion release mechanism, along with 
records of its inspections and tests car-
ried out under this section; and 

(9) The original purchaser of each re-
lease mechanism and the vessel on 
which it was installed, if known. 

(d) Independent laboratory responsi-
bility. The independent laboratory must 
perform or witness, as appropriate, the 
inspections and tests under paragraph 
(e) of this section for each Coast 
Guard-approved release mechanism to 
be installed on a U.S.-flagged vessel. If 
the manufacturer also produces release 
mechanisms for approval by other mar-
itime safety administrations, the in-
spections may be coordinated with in-
spection visits for those administra-
tions. 

(e) Production inspections and tests. 
Each finished release mechanism must 
be visually inspected. The manufac-
turer must develop and maintain a vis-
ual inspection checklist designed to en-
sure that all applicable requirements 
have been met. 

[USCG–2010–0048, 76 FR 62983, Oct. 11, 2011, as 
amended by 79 FR 44140, July 30, 2014] 

§ 160.133–17 Marking and labeling. 

(a) Each hook body of a release mech-
anism must be marked with a plate or 
label permanently affixed in a con-
spicuous place readily accessible for in-
spection and sufficiently durable to 
withstand continuous exposure to envi-
ronmental conditions at sea for the life 
of the release mechanism. 

(b) The plate or label must be in 
English, but may also be in other lan-
guages. 

(c) The plate or label must contain 
the— 

(1) Manufacturer’s name and model 
identification; 

(2) Name of the independent labora-
tory that witnessed the prototype or 
production tests; 

(3) Serial number of the release 
mechanism; 

(4) U.S. Coast Guard approval num-
ber; 

(5) Month and year of manufacture; 
(6) Safe working load of the release 

mechanism; and 
(7) Word ‘‘SOLAS.’’ 

§ 160.133–19 Operating instructions 
and information for the ship’s train-
ing manual. 

(a) Each release mechanism must 
have instructions and information for 
the ship’s training manual that use the 
symbols from IMO Res. A.760(18) (incor-
porated by reference, see § 160.133–5 of 
this subpart) to describe the location 
and operation of the release mecha-
nism. 

(b) The instructions and information 
required by paragraph (a) of this sec-
tion may be combined with similar ma-
terial for survival craft and rescue 
boats, and their launching systems. 

(c) The release mechanism manufac-
turer must make the instructions and 
information required by paragraph (a) 
of this section available— 

(1) In English to purchasers of release 
mechanisms approved by the Coast 
Guard; and 

(2) In the form of an instruction 
placard providing simple procedures 
and illustrations for operation of the 
release mechanism. The placard must 
be not greater than 36 cm (14 in) by 51 
cm (20 in), and must be made of durable 
material and suitable for display inside 
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